








GENERAL

Sweeping Path:
Overall Height:
Hopper Capacity:
Dump Height Max:
Dump Angle:
Chassis:
Wheelbase:
GVWR:

Curb Weight:
Overall Length:
Turning Radius:

81”

76"

2 cubic yards
62"

92 degrees
GMC Sierra C2500HD
133"

9,200 Ibs.
6,100 Ibs.
221.1"

274"

TRUCK SPECIFICATIONS (Ford Available)

Manufacturer:
Engine:
Horsepower:
Torque:
Transmission:
Steering:

Axles:

Brakes:

Wheels and Tires:

GUTTER BROOM*

Diameter:
Length:
Material:
Design:
Type:

HOPPER

Material:
Screen Material:
Screen Type:

GM

Vortec 6.0L SFI V8

353 hp

373 Ib-ft gross

6-speed Automatic
Power Recirculating Ball

Front - 4800 Ibs., Rear - 6900 Ibs.

Power Anti-Lock 4-Wheel Disc
LT245/75R16E Tires, 16” Wheels

16”

8.5"

Poly

Free floating spring extension
Vertical digger

12g mild steel (304 stainless*)
#9-3/4 Expanded metal
Non-clogging

=y NH 200

WATER SYSTEM*

Capacity:
Tank Material:
Electric Pump:
Nozzle Type:

FAN

Type:
Material:
Liner:
Shaft Size:
Bearings:
Fan Size

HYDRAULIC SYSTEM

VFC Hydraulic System
Reservoir Capacity:
Main Pump:

GPM:

Fan Motor:

Curb Broom Motor:
Displacement:

Dump Cylinders:
Head Cylinders:

Curb Broom Cylinder:
Max Pressure:

Filter:

LIGHTING SYSTEM

2- Halogen Spot Lights
3rd brake light
2-Clearance Lights
Amber warning beacon
Low Pro LED Bar*
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30 gallons

Polyethylene or Aluminum
2.8 GPM

Hollow Cone Mist

Radial Turbine

10g A36 Side Plates, 3/16 Blades
1/8 x 1/16, 2-ply belting

1 1/4 Stress-proof G&P

1 1/4 2-holt flange

24"

30 gal.

Pressure Compensated Piston
20 GPM @ max RPM

Fixed Displacement Gear Pump
Fixed Displacement Gear Motor
2.8 cubic inches/rev
3x14,14,000 Ibs.

1.5 x 6, 2000 Ibs.

1.5 x 6, 2000 Ibs.

3000 PSI

K-10

TOOL BOX*

Single or double door
Locking latch

12 cubic ft
Inspection light

*optional




